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HYDRO TAPE
Self-Adhesive Butyl Tape

FEATURES BENEFITS

Fast No wait time for membrane installation.

Superior Adhesion Wide range of suitable substrates.

Thin Easier to install and mold as needed.

Fleeced Surface Creates optimal adhesion to LATICRETE waterproofing membranes.

High Utility Suitable for detail work, terminations, flashings, bond-breaker, and transitions.

Uses (Interior Only)
 Residential internal wet area work.
 Shower recesses, stalls, and surrounds.
 Industrial and commercial bathrooms and laundries.
 Kitchens, countertops, and food processing areas.

Suitable Substrates
 Concrete   Cement mortar bed
 Cement backer board †

†

  Cement & brick masonry
 Cement renders & plasters 
 Ceramic tile and stone  Cement terrazzo ^

^

^

 PVC and ABS plastics  Copper and stainless steel

 Gypsum wallboard

Packaging
Tape Size:
100mm x 15m x 0.8mm thick (roll)

Available Colour
Grey (Fleeced surface)

Approximate Coverage
Up to 15 lineal metres at 100mm wide x 0.8mm thick

For the latest information on the features and 
use of this product, consult the product Data 
Sheet on our website at www.laticrete.com.au
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† Some coated or treated boards may be suitable with further preparation. Consult LATICRETE.

^ If skim coated with a LATICRETE® latex thin-set adhesive.

Snap for information.

SELF-ADHESIVE


