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MULTIFLEX Adhesive

Uses
n  Designed for interior and exterior floor and wall installations of ceramic 

tile and natural stone
n MULTIFLEX Adhesive is a polymer and rubber modified flexible tile and 

stone adhesive

Suitable Substrates
n Concrete n Cement mortar beds
n Cement block n Gypsum wallboard†

n Cement backer board* n Concrete masonry
n Cement render

Packaging
20 kg bag; 56 bags per pallet

Available Colour
Off--White

Approximate Coverage Per Bag
6 mm x 6 mm notched trowel 8 – 9 m2

10 mm x 10 mm notched trowel 5 – 6 m2

* Consult cement backer board and plywood manufacturer for specific installation recommendations and to verify acceptability for exterior use. † Interior only. Snap for information.

FEATURES BENEFITS

Tenacious bond Superior adhesion to a wide variety of substrates and veneers, allowing for installations in virtually all climates 
and conditions.

Extended open time Increases productivity and flexibility on the job site, resulting in fast, accurate installations.

Smooth creamy formula Easy to trowel adhesive assures proper coverage on both the substrate and the veneer, as well as reduces fatigue.

Economical choice in rubber-modified adhesives Specially formulated for trade and commercial installers.

DS-1028-0514

For the latest information on the features and 
use of this product, consult the product Data 
Sheet on our website at www.laticrete.com.au


