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LATICRETE Australia Pty Ltd 
29 Telford Street , Virginia 
QLD  4014   Australia

1800 331 012 
www.laticrete.com.au

AVAILABILITY AND COST 
Availability 
LATICRETE and LATAPOXY®  materials are available worldwide. 

For Distributor information: 
 

Toll Free:  1800 331 012  Telephone:  07 3865 1599 
For online distributor information, visit LATICRETE at www.laticrete.com.au

Cost  
Contact a LATICRETE Distributor in your area. 

MAINTENANCE 
LATICRETE and LATAPOXY grouts, sealers and sealants require routine maintenance 
and cleaning with a neutral pH detergent and water. See TDS 1113 for more 
information.

All other LATICRETE and LATAPOXY non-�nish materials require no maintenance but 
installation performance and durability may depend on properly maintaining products 
supplied by other manufacturers.

TECHNICAL SERVICES 
Technical assistance 
Information is available by calling: 
Toll Free:  1800 331 012 Telephone:  07 3865 1599 Fax:  07 3865 2250 
Technical and safety literature 

To acquire technical and safety literature, visit our website at  www.laticrete.com.au

DISCLAIMER 
 The information contained in this document is given in good faith and to the best of 

our knowledge is true and accurate. 

This information is subject to change without notice and it is the responsibility of the 
user to obtain up to date and current information. 

The use of this product is beyond our control and LATICRETE is not responsible for 
any loss or damage arising from the incorrect use of this product. 

 Ef�orescence is a normal condition of Portland cement and is not covered by any 
warranty. The use of LATAPOXY 310 Stone Adhesive, LATAPOXY 300 Adhesive, 
LATAPOXY SP-100, SPECTRALOCK® PRO Premium Grout† and SPECTRALOCK 
2000IG will not contribute to any noticeable ef�orescence.
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 Apply top coat within 2 days at 21°C. Older or rapidly cured installations will 
require abrasive treatment to ensure adequate adhesion.

 If an anti-fracture and/or waterproo�ng membrane is required, use HYDRO BAN®

 

over cured LATAPOXY Moisture Shield. Nominally 24 hours after application at 
21°C on dry surfaces. Cold and damp conditions will retard drying/curing.

 Use LATICRETE 254 Adhesive or LATAPOXY 300 Adhesive to install ceramic tile or 
suitable stone. Nominally 24 hours after application at 21°C on dry surfaces. Cold and 
damp conditions will retard drying/curing.
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