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SUITABLE SUBSTRATES

 § Interior and exterior
 § Bathrooms
 § Showers
 § Countertops
 § Backsplashes
 § Floors
 § Walls

USES

STONETECH® Soap Scum Remover
STONETECH® Soap Scum Remover is a ready-to-use, powerful specialty cleaner specifically formulated to 
remove stubborn soap scum, hard water stains and dirt on natural stone, tile and grout. Unlike other 
household cleaners that may harm or degrade natural stone, STONETECH Soap Scum Remover gently cleans 
soap scum build up on natural stone without scratching. It features a foaming action sprayer that allows the 
cleaner to adhere well to vertical applications and avoid messy drips. Great for use on bathroom vanities, 
showers, tubs and more

FEATURES/BENEFITS

LATICRETE Australia Pty Ltd 
29 Telford Street 
Virginia, QLD 4014 Australia
 Telephone: 07 3865 1599 
 Toll Free: 1800 331 012 
 Fax: 07 3865 2250 
 Internet: www.laticrete.com.au

MANUFACTURER

PACKAGING

 § Eliminates stubborn soap scum, hard water stains, and dirt
 § For natural stone, tile and grout
 § Spray on foam, cleans and shines
 § Leaves a fresh, clean scent
 § No VOC - Better indoor air quality

 § Marble
 § Granite
 § Limestone
 § Travertine
 § Slate

Ready To Use: 709ml Spray Bottle – 6 units per carton

 § Grout
 § Ceramic Tile
 § Porcelain tile
 § Glass Tile
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Shelf Life
Factory sealed containers of this product are guaranteed to be of first quality for two 
(2) years if stored at temperatures <10°C and >32°C.

Limitations
Consult SDS for more safety information.

 § Inhalation: Remove victim to fresh air and keep at rest in a position comfortable for 
breathing. Get medical attention if any discomfort continues.

 § Skin contact: Wash off with soap and water. Get medical attention if symptoms 
occur.

 § Eye contact: Immediately flush eyes with plenty of water for at least 15 minutes. 
Remove contact lenses, if present and easy to do. Continue rinsing. Get medical 
attention immediately.

 § Ingestion: Rinse mouth. Do not induce vomiting. Get medical attention if any 
discomfort continues. 

Storage and Handling Instructions: 
MAY BE HARMFUL IF SWALLOWED. MAY CAUSE EYE, SKIN AND RESPIRATORY 
IRRITATION. Do not ingest. Avoid contact with eyes and skin. Avoid prolonged exposure 
to vapors. KEEP OUT OF THE REACH OF CHILDREN. Do not freeze or store above 38°C. 
Do not mix with other chemicals. Do not release into natural waterways.

TECHNICAL DATA
VOC/LEED Product Information
0.0% Consumer Product for regulatory purposes

Physical Properties

Form: Liquid

Colour: Clear

Odour: Mild Citrus

pH: 12.45

Specifications subject to change without notification. Results shown are typical but 
reflect test procedures used. Actual field performance will depend on installation 
methods and site conditions.

INSTALLATION
Surface Preparation
Read entire label before using. Use only as directed. Always test in a small 
inconspicuous area to determine ease of use and desired results. Make sure surfaces to 
be cleaned are swept or vacuumed to remove loose debris. Avoid skin and eye contact. 
Wear protective eyewear and gloves. Keep children and pets out of the area during 
application and drying.

Directions
1. Spray STONETECH® Soap Scum Remover directly on soiled area. Avoid applying 

product onto unintended surfaces.
2. Clean surface with clean cloth or stiff nylon brush as needed.
3. Rinse area well with clean water.
4. Wipe area dry with clean cloth.
5. Repeat as needed for heavily soiled areas.

AVAILABILITY AND COST 
Availability 
LATICRETE® and LATAPOXY® materials are available worldwide. 

For Distributor information:  
Toll Free:  1800 331 012 
Telephone:  07 3865 1599 

For online distributor information, visit LATICRETE at www.laticrete.com.au 

Cost 
Contact a LATICRETE Distributor in your area. 

MAINTENANCE 
LATICRETE and LATAPOXY grouts, sealers and sealants require routine maintenance 
and cleaning with a neutral pH detergent and water. See TDS 1113 for more 
information.

All other LATICRETE and LATAPOXY non-finish materials require no maintenance but 
installation performance and durability may depend on properly maintaining 
products supplied by other manufacturers.

TECHNICAL SERVICES 
Technical assistance 
Information is available by calling: 

Toll Free:  1800 331 012
Telephone: 07 3865 1599
Fax:  07 3865 2250 

Technical and safety literature 
To acquire technical and safety literature, please visit our website at 
www.laticrete.com.au

DISCLAIMER 
 § The information contained in this document is given in good faith and to the best 

of our knowledge is true and accurate.
 § This information is subject to change without notice and it is the responsibility of 

the user to obtain up to date and current information.
 § The use of this product is beyond our control and liability is assumed by the user 

when used incorrectly and not in accordance with LATICRETE® guidelines.
 § The manufacturer is not responsible for any loss or damage arising from incorrect 

usage of this product.
 § The specifier or other party responsible for the project must ensure that the details 

in this data sheet are appropriate for the intended application and that additional 
detailing is performed for specific design or any areas that fall outside the scope of 
this specification.

 § Efflorescence is a normal condition of Portland cement and is not covered by any 
warranty. The use of LATAPOXY 310 Stone Adhesive, LATAPOXY 300 Adhesive, 
SPECTRALOCK® PRO Premium Grout† and SPECTRALOCK 2000 IG will not contribute 
to any noticeable efflorescence.

LATICRETE Australia Pty Ltd 
29 Telford Street , Virginia 
QLD  4014   Australia

1800 331 012 
www.laticrete.com.au

† United States Patent No.: 6,881,768 (and other patents)


