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One Source. Limitless Capabilities. ] I I I

With an extensive selection of shapes, sizes, and finishes for profilesand  “~§—/ LATICRETE

trims, we make it even easier for you to find a complete system solution

from the substrate up. Unlock a world of possibilities with LATICRETE. Leammore at. 1 | |
laticrete.com/profiles 5

or scan for more information.




FINISH AND COLOR SWATCHES & CODES

STAINLESS STEEL
GLOSS BRUSHED CHROME
GLO BRU PLATED
CRP
GOLD GLOSS BLACK GLOSS
GLG BLG
ALUMINUM
NATURAL
NAT
ANODIZED ALUMINUM
SATIN POLISHED CHROME BRUSHED
SAT PCR CHROME
BCR
SATIN NICKEL \ POLISHED BRUSHED
SNI NICKEL NICKEL ;
PNI BNI
BRUSHED SATIN BRASS BRUSHED
STAINLESS SBR BRASS
STEEEL LOOK BBR
BSL
BRUSHED ANTIQUE BRUSHED
COPPER BRUSHED GRAPHITE
BCU BRONZE BGR
ABB
HIGH GLOSS BRUSHED
BLACK HIGH GLOSS
HGB BLACK
BBL

Finishes and color swatches are guides only. LATICRETE does not warrant color matching to this color chart or to any color guide produced. Actual shade and texture will depend on job site conditions, lighting, installation techniques and types/color of the

product used, and may vary from the finishes/colors shown. Verify actual appearance and compatibility before installing. No claims for color shade variations will be honored.
The colors and finishes shown may not be available in all profile materials, shapes, and sizes. Contact customer service or your LATICRETE Sales Representative for confirmation.
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FINISH AND COLOR SWATCHES & CODES

INFORMATION

COLOR COATED ALUMINUM, TEXTURED COATED ALUMINUM, AND PVC FINISHES

BRILLIANT MATTE BRIGHT WHITE
WHITE BRILLIANT BRW
BWH WHITE :IG%E
MBW COLOR
SAUTERNE FOSSIL IRON
SAU FOS IRO
GROUT | GROUT | GROUT |
COLOR COLOR COLOR
LIGHT PEWTER ALMOND SILK
LIP ALM SIL
GROUT | GROUT | GROUT |
COLOR COLOR COLOR
ANTIQUE IVORY MUSHROOM
WHITE V0 MUS
ANW :IG%E j;%t
COLOR COLOR
WALNUT SAND PEBBLE BUTTER CREAM
WAL SPE BUC
GROUT | GROUT | GROUT |
COLOR COLOR COLOR
TOASTED MARBLE BEIGE LATTE
ALMOND MBE LAT
TAL GROUT | GROUT | GROUT |
COLOR COLOR COLOR
PARCHMENT SAND BEIGE DESERT KHAKI
PAR SAB DKH
GROUT GROUT GROUT
GREIGE HEMP LIGHT BEIGE
GRG HEM LBE
GROUT
[ cotor
HOT COCOA TERRA COTTA QUARRY RED
HOC TEC UR
j’%t GROUT Q GROUT
COLOR COLOR COLOR
CHESTNUT ESPRESSO

BROWN

CBR GROUT |
COLOR

GROUT |
COLOR

MOCHA
Moc
orouT |
COLOR

AUTUMN TWILIGHT PLATINUM

GREEN BLUE PLA

AUG GROUT | TWB GROUT | GRouT |
COLOR COLOR COLOR

Finishes and color swatches are guides only. LATICRETE does not warrant color matching to this color chart or to any color guide produced. Actual shade and texture will depend on job site conditions, lighting, installation techniques and types/color of the
product used, and may vary from the finishes/colors shown. Verify actual appearance and compatibility before installing. No claims for color shade variations will be honored.
The colors and finishes shown may not be available in all profile materials, shapes, and sizes. Contact customer service or your LATICRETE Sales Representative for confirmation.
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FINISH AND COLOR SWATCHES & CODES

COLOR COATED ALUMINUM, TEXTURED COATED ALUMINUM, AND PVC FINISHES CONTINUED

SLATE GREY FROSTY MINK
SLG FRO MIN
GROUT GROUT GROUT
I COLOR I COLOR I COLOR
MANHATTAN ( ) SILVER ( ) STEAMSHIP (
GREY SHADOW STE
MHG SIS %E j:%t
COLOR COLOR
SMOKE GREY STORMY GREY GROUT GREY
SMG SGR GGR
GROUT | GROUT I
COLOR COLOR
STERLING SILVER NATURAL STONE GREY
STS GREY STG
COLOR COLOR
SANDSTONE DUSTY GREY RAVEN
SAS DUG RAV
GROUT | GROUT I GROUT |
COLOR COLOR COLOR
MIDNIGHT - BLACK BROWN - MATTE BLACK
BLACK BLB MBL
MIB j:%t
COLOR
BLACK
BLK

S S

INFILL COLORS FOR EXPANSION & MOVEMENT JOINT PROFILES

LIGHT BEIGE GREY BLACK
LBE GRE BLK

Finishes and color swatches are guides only. LATICRETE does not warrant color matching to this color chart or to any color guide produced. Actual shade and texture will depend on job site conditions, lighting, installation techniques and types/color of the
product used, and may vary from the finishes/colors shown. Verify actual appearance and compatibility before installing. No claims for color shade variations will be honored.
The colors and finishes shown may not be available in all profile materials, shapes, and sizes. Contact customer service or your LATICRETE Sales Representative for confirmation.
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INFORMATION

PROFILES MATERIAL CHARACTERISTICS & MAINTENANCE

STAINLESS STEEL 304

The ultimate in durability, stainless steel exhibits
superior resistance to a range of chemicals including
diluted acids and alkalis. Caution should be exercised
to prevent contact with hydrochloric acid. Always use
tools specifically designed for cutting stainless steel
and avoid cross-contamination from other ferrous
materials. Prompt removal of burrs is imperative

to mitigate the risk of potential flash rusting. For
applications where superior corrosion and chemical
resistance are necessary, stainless steel profiles are
available in grade 316L.

ANODIZED ALUMINUM

Anodizing is a surfacing technique that elevates
aluminum profiles to new heights of visual appeal.
With an array of popular finishes, anodized aluminum
can transform ordinary spaces, however, they are
sensitive to scratches and potential discoloration
when exposed to alkaline chemicals found in
cementitious mortars and grouts. Immediately after
installation, remove any mortar or grout residue
from visible surfaces using soap and clean water.
For regular maintenance, opt for pH-neutral
cleaning solutions and avoid the use of acidic

or abrasive cleaners.

BRASS

Designed for durability, brass exudes timeless
elegance. While it naturally develops a charming
patina over time, its beauty remains unmatched. In
humid or damp areas or when subject to aggressive
cleaning, oxidation will increase, and staining may
occur. For those seeking to restore its lustrous shine,
specialized cleaning pastes are available, ensuring
your brass profiles maintain their exquisite allure.
Immediately after installation, remove any mortar or
grout residue from visible surfaces using soap and
clean water. For regular maintenance, opt for pH-
neutral cleaning solutions and avoid the use of acidic
or abrasive cleaners.

= When laying and grouting metal profiles and trims (aluminum, stainless steel and brass), adhesive and grouting materials must be removed immediately

ALUMINUM

Engineered for balanced strength and resilience,
natural aluminum profiles are designed to excel in a
range of applications. The material’s adaptability and
sleek appearance make it a popular choice. Natural
aluminum profiles are sensitive to alkaline chemicals
found in cementitious mortars and grouts resulting
in oxidation spots that are very difficult to remove.
Immediately after installation, remove any mortar or
grout residue from visual surfaces using soap and
clean water. For regular maintenance, opt for pH-
neutral cleaning solutions and avoid the use of acidic
or abrasive cleaners.

COLOR AND TEXTURE COATED ALUMINUM

The pinnacle in design and color selection, color-
coated profiles have a sleek glossy finish while
texture-coated have an elegant textured matte
surface. Both use a specialized powder coating
process that produces durable, UV-stable, and
good chemical-resistant profiles but they can

be susceptible to scratches. Immediately after
installation, remove any mortar or grout residue from
visible surfaces using soap and clean water. For
regular maintenance, opt for pH-neutral cleaning
solutions and avoid the use of acidic or abrasive
cleaners.

PVC

[deal for use in areas subject to light impact and
minimal wear, PVC profiles are for indoor applications
only. PVC profiles offer moderate chemical resistance
against diluted acids and alkalis including chlorinated
water. Consistent UV exposure may cause fading

and color differences. Immediately after installation,
remove any mortar or grout residue from visible
surfaces using soap and clean water. For regular
maintenance, opt for pH-neutral cleaning solutions
and avoid the use of acidic or abrasive cleaners.

with fresh clear water and a soft, non-scratching sponge in order to avoid corrosion damage to the profiles.
= [Jo not use acidic (e.g. cement residue remover) or alkaline cleaning agents in combination with all metal profiles.

® (lean with clear water and dry a linen cloth.
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. GROUT & PROFILE COLOURS

Create a Cohesive Look.

Discover profiles and trims coordinated with grout catalog colors.

l Hatwral
| Calming \ : 44 Bright White 18 Sauterne 90 Light Pewter
N and Sophisticated Q
T \ 85 Almond 03 Silk 23 Antique White
39 Mushroom 81 Butter Cream 52 Toasted Almond
17 Marble Beige 40 Latte 61 Parchment
30 Sand Beige 46 Quarry Red 59 Espresso
/ . 35 Mocha 42 Platinum 91 Slate Grey
Chasta
Dramatic RReLEL
and Tranquil PN 88 Silver Shadow 89 Smoke Grey 78 Sterling Silver
24 Natural Grey 45 Raven 22 Midnight Black

I

GROUT |
| coLor

The colors shown represent the current standard
grout offering available within the MEA region.
Additional color options can be provided based on
project requirements, subject to minimum order
quantities (MOQ) and applicable lead times.
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For more information
visit laticrete.com/profiles

LATICRETE Middle East LLC. PO. Box. 86028, Rak, UAE Tel. -+971 (7) 244 6396 , Toll Free (Within UAE) 8005632 Fax: + 971 7 244 5915 Mail : enquiry@laticrete.me

Headquarters : LATICRETE Infemational, Inc. One LATICRETE Park North Bethany, CT 06524-3423, USA Tel. : +1.203.393.0010
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