
LEVEL UNDERLAYMENT
لفل الأساس الذاتي التسوية  

LEVEL is a cement-based easy-to-use, self-leveling 
underlayment designed for use over various 
substrates including concrete and ceramic tile. 
LEVEL provides a smooth and flat surface on 
which finished floor goods can be installed. LEVEL 
can be placed from 3–40 mm in a single lift.

 ■ Pourable and pumpable
 ■ Inorganic; will not contribute to mold/mildew growth
 ■ Suitable surface for most finished floor goods
 ■ Can be applied directly over concrete testing at RH of 

95% or less per ASTM F2170
 ■ Can apply to 40mm in a single lift

LEVEL عبارة عن طبقة أساسية سهلة 
الاستخدام قائمة على الأسمنت مصممة 

للاستخدام على مختلف الأسطح بما في ذلك 
بلاط الخرسانة والسيراميك. يوفر LEVEL سطحًا 

أملسًا ومسطحًا يمكن تثبيت سلع الأرضيات 
النهائية عليه. يمكن وضع المستوى من 3 

إلى 40 ملم في مصعد واحد.

يمكن تطبيقها عن طريق صب وضخ  ■
صيغة غير عضوية لن تسهم في العفن ■
سطح مناسب لمعظم السلع الطابق النهائي ■
يمكن تطبيقها مباشره علي اختبار ملموسه  ■

ASTM F2170 من 95 ٪ أو اقل لكل RH في
يمكن ان تنطبق علي 40mm في رفع واحد ■
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PACKAGING : 20 kg bag; 72 bags per pallet.
التعبئة : 20 كجم للكيس – 73 كيس للطبلية الواحدة


